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· Last Input memory
· Last Power Setting memory
· IR Remote Control
· Auto power-on upon signal detection
· Automatic display adjustment
· On Screen Display Control
· Stand: - 5 ° ~ +70 / T i l t Adjustment
· 26-Pin heavy-duty connector
· Anti Glare Coating
· Supports 9V ~ 30V DC

· “E” Mark Certified for Automotive use

Specifications

Display Specifications:
· Screen Size: Diagonal 8" (4:3)
· Physical Resolution: 800 (H) x 600 (V)
· Pixel Pitch: 0.0675 (H) x 0.2025 (V) mm
· Dot Resolution: 2400 x 600 = 1,152,000 (dots)
· Supported Resolution: 800 x 600 ~ 1024 x 768
· Supported Refresh Rate: 60 ~ 75Hz
· LCD Panel Brightness: 350 cd/m²
·Response Time: 25ms
· Contrast Ratio: 400 : 1
· Viewing Angle: Vertical: 120 / Horizontal: 140 (Non Touch)
· Colors: 18-bit (262,144 Colors)

Physical Specifications:
· Video Source Input

o RGB analog male connector (15-Pin D-SUB) x 1
o RCA composite video female connector x 2

· Audio Source Input
o RCA audio female connector x 2

· Touch Panel I/O
o USB connector x 1 (800/ 805 TSV Only)

· Power Source Input
o Single 12V DC_IN (Supports 9V ~ 30V DC)

· External Buttons Input
o OSD buttons for Power / Mode / Menu / Right / Lift / Dimmer
o PWR button for power switc

· Dimension

· Weight :

Electrical Specifications:
· Operating Voltage Range: DC 9V~30V, 1A
· Power Supply: DC 12V
· Power Consumption:

o Suspend mode <2W (Max)
o Continue mode <14W (Max)

Other Specifications:
· Operating Temperature: 32°F~ 122°F
· FCC, CE, E13 Certification
· 18 Month Warranty

800 : 8.98" (W) x 6.46" (D) x 1.42" (H) In
805 : 7.87" (W) x 6.42" (D) x 1.44" (H)  In

805 : 1.81 lbs
800 : 2.64 lbs
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Owner’s Records
The model and serial numbers are located on the rear of the unit. Please record
these numbers in the spaces provided below, as well as the dealer name, address,
and telephone number. Please refer to these records whenever speaking to your
dealer regarding this product.
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Model Number:

Serial Number:

Dealer Name:

Street Address:

City:

State:

Zip:

Phone Number:

Purchase Date:

All rights reserved. Reproduction in whole or in part without permission is prohibited.


